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Title: Delete "STRAIN RELIEF®,
FIGURE 1: Delete “STRAIN RELIEF BACKNUT" and substitute "BACKSHELL BACXNUT®.
FIGURE 1: Delete "BACKSHELL COUPLING NUT" and substitute "BACKSHELL COUPLING RING".
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FIGURE 1, table, dimension B maximuw: Delete "1.03 (26.2)" (two places) and substitute "30.5 (1.20)"
(two places).

FIGURE 1, table, dimensiorn B maximum: Delete "1.15 (29.2)" (two places) and substitute "30.5 (1.20)"
(two places).

FIGURE 1, table: Add the following row to the tabie:
23 F %, 2,3 165.10 57.15 See table I See table I
(6.500) (2.250)

FIGURE 1: Add the following Note:

"7. Backeh

REQUIREMENTS, fiber optic cable, cable diameter: Delete and substitute:

"Cabie diameter: £.00 2 0.50 mn (0.315 ¢ 0.020 inch), 11.80 ¢+ 1.10 mr (0.425 =
0.042 inch), or 20. ’5 2 1.25 me (.B17 ¢ 049 1nch) (see MIL-C-85045/13, MIL-C-BS045/15,
KIL-C-85045/17, anc MIL-C-B5045/18)."

REQUIREMENTS, cleaning procedures: Delete and substitute:

“Cleaning procedures: Each shipment of backshells shall include recommended cleaning
nrocedurea The folloving wording or eguivalent is recommended “To clean, use vipe
procedures. loving wording or equivalent is recommended esn, use wipe
dampened with alcohol and blow dry with air"."
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Delete and substitute the following:

Delete "coupling nut"” and substitute "coupling ring”.

“TABLE 1.
Shel besignator Rackshell dash Dimension ( cable Dimensior D
size number range max i mum
1, 1 6.09 - 6.35 20.32
(.240 - .250» (.800)
1 A
2L, 2 7.11 - £.00 23.50
(.280 - .315) (.925)
3L, 2 7.75 - 8.80 23.50
(.305 - .346) (.925)
1w, 1 7.11 - 8.0C 23.50
(.280 - .315) (.925)
12 3
2L, & 7.75 - 8.8 23.5C
(.305 - .346) (.25
1, 1 12.57 - 12.08 27 .94
(.495 - 515 (1.10)
2L, 2 .65 - 1C.74 23.50
15 c (.380 - .423) (.925)
3L, 3 1C.78 - 1.8 27.94
(. 423 - L£5) 5.10
L, 4 7.75 - 8.80 23.50
(.305 - .348) (.925)
1 19.50 - 22.00 38.10
{.768 - .866) (1.500)
23 F
2 22.86 - 25.40 38.10
(.900 - 1.000) (1.500)
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Detete "CONCLUDING MATERIAL" and substitute as printed herein.

Custodianc:
Army - (R
Navy - SK

Air €
AT TO

NASA - NA

rea . RC
FiT = o

Review activities:
Army - NIl

Navy - AS, MC, OS, YD
Air Force - 13, 14, 17, 19, 80, 90, 99

cen

nroa
VLA - B

"CONCLUDING MATERIAL

Navy - SH
Agent:
DLA - ES
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